MIAMIDADE - MIAMI-DADE COUNTY

COUNTY ' PRODUCT CONTROL SECTION
DEPARTMENT OF REGULATORY AND ECONOMIC RESOURCES (RER) 11805 SW 26 Street, Room 208
BOARD AND CODE ADMINISTRATION DIVISION  T(786)315-2590 F (786) 315-2599
NOTICE OF ACCEPTANCE (NOA) www.miamidade.gov/economy

Weather Shield Manufacturing, Inc,
One Weather Shield Plaza (P.O. Box 309)
Medford, WI 544510309

SCOPE:.

This NOA is being issued under the applicable rules and regulations governing the use of construction
materials. The documentation submitted has been reviewed and accepted by Miami-Dade County RER -
Product Control Section to be used in Miami Dade County and other areas where allowed by the Authority
Having Jurisdiction (AHJ).

This NOA shall not be valid after the expiration date stated below. The Miami-Dade County Product Control
Section (In Miami Dade County) and/or the AHJ (in areas other than Miami Dade County) reserve the right -
to have this product or material tested for quality assurance purposes. If this product or material fails to

perform in the accepted manner, the manufacturer will incur the expense of such testing and the AHJ may

immediately revoke, modify, or suspend the use of such product or material within their jurisdiction. RER

reserves the right to revoke this acceptance, if it is determined by Miami-Dade County Product Control

Section that this product or material fails to meet the requirements of the applicable building code.

This product is approved as described herein, and has been designed to comply with the Florida Building

Code, including the High Velocity Hurricane Zone. '

DESCRIPTION: Series “Legacy 1103 Tilt Transom” Aluminum Clad Wood Fixed Window — L.M.L

APPROVAL DOCUMENT: Drawing No. 1497, titled “Legacy Aluminum Clad Tilt Transom. (Model

" 1103)”, sheets 1 through 3 of 3, dated 08/28/06, with revision Al dated 11/01/11, prepared by W. W,
Schaefer Engincering & Consulting, P.A., signed and sealed by Warren W. Schaefer, P.E., bearing the
Miami-Dade County Product Control Revision stamp with the Notice of Acceptance number and expiration
date by the Miami-Dade County Product Control Section.
MISSILE IMPACT RATING: Large and Small Missile Impact Resistant

LABELING: Each unit shall bear a permanent label with the manufacturer's name or logo, city, state,
model/series, and following statement: "Miami-Dade County Product Control Approved”, unless otherwise
noted herein,

RENEWAL of this NOA shall be considered after a renewal application has been filed and there has been
no change in the applicable building code negatively affecting the performance of this product.

TERMINATION of this NOA will occur after the expiration date or if there has been a revision or change
in the materials, use, and/or manufacture of the product or process. Misuse of this NOA as an endorsement
of any product, for sales, advertising or any other purposes shall automatically terminate this NOA. Failure -
to comply with any section of this NOA shall be cause for termination and removal of NOA.

ADVERTISEMENT: The NOA numb¢1' preceded by the words Miami-Dade County, Florida, and
followed by the expiration date may be displayed in advertising literature. If any portion of the NOA is
displayed, then it shall be done in its entirety.

INSPECTION: A copy of this entire NOA shall be provided to the user by the manufacturer or its
distributors and shall be available for inspection at the job site at the request of the Building Official.

This NOA revises NOA# 11-1128.01 and consists of this page 1 and evidence pages E-1 and E-2, as well as
approval document mentioned above.

The submitted documentation was reviewed by Manuel Perez, P.E,

NOA No. 14-0424.10
Expiration Date; February 22, 2017

é/q} ‘4—- Approval Date: June 19, 2014

Papgel

—{ APPROVED]| -




‘Weather Shield Manufacturing, Inc.

- NOTICE OF ACCEPTANCE: EVIDENCE SUBMITTED

A, DRAWINGS

1.
2.

Manufacturer's die drawings and sections. 7
Drawing No 1497, titled “Legacy Aluminum Clad Til{ Transom (Model 1103)”, sheets
1 through 3 of 3, dated 08/28/06, with revision A1 dated 11/01/11, prepared by W. W.

Schaefer Engineering & Consulting, P.A., signed and sealed by Warren W. Schaefer,
P.E.

(Submitted under previous NOA #11-1128.01}

B. TESTS

1.

Test reports on: 1) Air Infiltration Test, per FBC, TAS 202-94
2) Uniform Static Air Pressure Test, Loading per FBC TAS 202-94
3) Water Resistance Test, per FBC, TAS 202-94
4) Large Missile Impact Test per FBC, TAS 201-94 .
5) Cyclic Wind Pressure Loading per FBC, TAS 203-94
along with marked-up drawings and installation diagram of an alum. clad wood fixed
window, prepared by Stork Twin City Testing Corporation, Test Report No.
TCTCC-180-7087.1 Rev, A, dated 01/10/06-02/28/06, with revision dated 01/19/07,
signed and sealed by Thomas Kolden, P.E.
(Submitted under NOA #06-1005.08)
Test reports on: 1) Air Infiltration Test, per FBC, TAS 202-94
2) Uniform Static Air Pressure Test, Loading per FBC TAS 202-94
3) Water Resistance Test, per FBC, TAS 202-94
4) Large Missile Impact Test per FBC, TAS 201-94
_ 5) Cyclic Wind Pressure Loading per FBC, TAS 203-94
along with marked-up drawings and installation diagram of mulled alum. clad wood

. double hung windows with an alum. clad wood fixed transom lite, prepared by Stork

Twin City Testing Corporation, Test Report No. TCTCC- 180-7087.2 Rev. A, dated

- 01/10/06-02/28/06 with revision dated 01/19/07, signed and sealed by Thomas

Kolden, P.E.
(Submitted under NOA# 06-1005.08)

- C. CALCULATIONS

1.

Anchor verification calculations and structural analysis, complying with FBC-2007
and FBC-2010, prepared by W. W. Schaefer Engineering & Consulting, P.A., dated
09/22/06, and updated on 11/02/11, signed and sealed by Warren W. Schaefer, P.E.
(Submitted under previous NOA #11-1128.01)

Glazing complies with ASTM E1300-04

Expiration Date: February 22, 2017
Approval Date: June 19, 2014




Weather Shield Manufacturing, Inc.

'NOTICE OF ACCEPTANCE: __EVIDENCE SUBMITTED |

D. QUALITY ASSURANCE
1. Miami-Dade Department of Regulatory and Economic Resources (RER)

E. MATERIAL CERTIFICATIONS |
1. Notice of Acceptance No. 12-1231.10 issued to Eastman Chemical Company (MA)

for their “Saflex Clear and Color Glass Interlayers” dated 03/28/13, expiring on
05/21/16.

F. STATEMENTS : ' :
1. Statement leiter of conformance, complying with FBC-2010 and FBC 5™ Edition
(2014), dated April 10, 2014, signed and sealed by Warren W. Schaefer, P.E.
2. Statement letter of no financial interest, dated 10/24/11, signed and sealed by Warren
W. Schacfer, P.E. ‘
{(Submitted under previous NOA #11-1128.01)

G. OTHERS , _ :
1. Notice of Acceptance No. 11-1128.01, issued to Weather Shield Manufacturing, Inc.
for their Series “1103 Legacy Tilt Transom” Aluminum Clad Fixed Window — L.M.L.,
" approved on 02/16/12 and expiring on 02/22/17.

1045
L . Manuel eX, P.I.
Product Contrpl Exapminer
NOA No. T#=0424.10
Expiration Date: February 22,2017

Approval Date: June 19, 2014
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1. THESE WINDOW SYSTEMS HAVE“BEEN TESTED, ANALYZED & APPROVED FOR
DESIGN PRESSURES NOT TO EXCEED THOSE SHOWN IN THE "ALLOWABLE DESIGN
PRESSURE TABLE(S).

2, OPENINGS, BUCKING & BUCKING FASTENERS MUST BE PROPERLY DESIGNED
& INSTALLED TO TRANSFER WIND LOADS TO THE STRUCTURE.

3, AL HARDWARE & FASTENERS SHALL BE IN- ACCORDANCE WITH THESE
DRAWINGS & SHALL NOY VARY UNLESS SPECIFICALLY MENTIONED ON THE
DRAWINGS, SPECIFIED ANCHOR EMBED TO BASE MATERIAL SHALL BE BEYOND
WALL FINISH OR STUCCO,

4. THE DETALS & SPECIFICATIONS SHOWN HEREIN REPRESENT THE PRODUCTS
TESTED & PROPOSED FOR WATER, AIR, IMPACT, CYCLIC & UNIFORM STATIC AR
PRESSURE TESTING IN CONFORMANCE WITH THE FLORIDA BUILDING CODE -
PROTOCALS TAS—201, 202 & 203 FOR LARGE MISSILE IMPACT WINDOWS.

5. THESE WINDOW SYSTEMS HAVE BEEN DESIGNED IN ACCORDANCE WITH AND
MEET THE REQUIREMENTS OF THE FLORIDA BUILDING CODE (FBC) INCLUDING
HIGH VELOCITY HURRICANE ZONES (HVHZ).

8. IMPACT SHUTTERS ARE NOT REQUIRED WITH THESE WINDOWS.

7. ALL ANCHORS SECURING WINDOW FRAME TG PRESSURE VREATED BUCKS OR-
WOOD FRAMING SHALL BE CAPABLE OF RESISTING CORROSION CAUSEO BY THE
PRESSURE TREATING CHEMICALS IN THE W00D. - -

8, DETERMINE THE POSITVE & NEGATIVE DESIGN LOADS TO USE WHEM
REFERENCING THESE DOCUMENTS IN ACCORDANCE WITH THE GOVERNING CODE
AND GOVERNING WIND VELOCITY. FOR WIND LOAD CALCULATIONS IN
ACCORDANCE WITH THE FLORIDA BUILDING CODE, A DIRECTIONALITY FACTOR OF
Kd = 0.85 MAY BE APPUED PER THE ASCE—7 STANDARD.

8, NO INCREASE IN ALLOWABLE STRESS HAS BEEN USED IN THE
CERTIFICATION OF THIS PRODUCT, WIND LOAD DURATION FACTOR Cd = 1.6
WAS USED FOR WOOD SCREW ANALYSIS ONLY. -

10, MATERIALS, INCLUDING BUT NOT LIMITED TO STEEL SCREWS, THAT COME
INTO CONTACT WITH OTHER DISSIMIAR MATERIALS SHALL MEET THE
REQUIREMENTS OF FLORIDA BUILDING CODE CHAPYER 20.

11, ALL WOOD MEMBERS OF WINDOWS THAT MAY POSSIBLY COME INTO
CONTAGT WITH MASONRY OR CONCRETE SUBSTRATES, ARE SUBJECT 10
MOISTURE &/OR ARE SUBJECT 1O THE OUTSIDE ENVIRONMENT SHALL BE OF
AN APPROVED DURABLE SPECIES OR BE TREATED IN AN APPROVED METHOD
WITH AN APPROVED PRESERVATVE PER FBC SECTION 2326.

CORNER CONSTRUCI[ON:

| ERAME_CORNERS: WOOD JAMBS ARE RABBETED, BUTTED, SEALED WITH

SILICONE & SECURED WITH THREE(3) 16 GAGE X 1/2” X 1 1/2"
STAPLES PER CORNER. CLAD IS MITER CUT, SEALED AND SECURED
WITH 1 NO. 6 X 1 1/4" SMS 410 S.S. SCREW PER CORNER.
SASH CORNERS: WOOD SASH CORNERS ARE TOUNGE & GROGVE FIT
WITH CORNERS BUTTED AND SECURED WITH 1 NO. 8 X 2 1/2”
SCREW THROUGH THE STILE INTO THE RAIL. ALUMINUM CLAD
CORNERS ARE MITER CUT, JOINED WITH A CORNER KEY, SECURED
WITH 2 NO. 6 X 1 1/4" SMS 410 $.5. SCREWS & SEALED WITH
SILICONE,

FRAME ANCHOR REQUIREMENTS TABLE

OPENING TYPE FIN MOUNT | MINIMUM | MINIMUM
(SUBSTRATE) FASTENER EMBEDMENT | EDGE DIST,
MIN. 2X4 WOOD FRAME OR BUCK NO. B s 1
(MIN. GR. 3 & G=0.55) SMS SCREW /

— THESE DRAWINGS ARE APFUCABLE ONLY 10 THE PRODUCTI[ORAWH BY: [CHECKED BY:
SPECIFIED. THEY MAY NOT BE USED FOR THE ASSEMBLY “ W.R.M, WS,
AND/OR INSTALLATION OF ANY OTHER PRODUCY NOR MAY |(PLOT: DATE:
THEY BE USED FOR RATIONAL AND/OR LOCAL APPROVAL 1=16 0B/28/05
OF ANY PRODUCT NOT PRODUCED BY THE MANUFAGTURER - g
STATED ON THESE DRAWINGS. J g
A F
. E]
@ SEE. "CORNER g
3 S . z |
A" CONSTRUCTION & é |
o i \  DESCRIPTION Lg :
| I 11|/ ON THIS SHEET 8]8
o =
= g ot e 'C_)
: Vi al
Sl 7% ' TYP. FIN MOUNT FASTENER Wit 3 [[B|§ ‘
= N 1 /OF CORNERS AND MAX. 6" 0.C. ALL 312 |
N N Sk i SIDES.  SEE "FRAME ANCHOR' =
o ? 4 G N < . REQUIREMENTS TABLE” ON THIS SHEET
wEE N o OPPOSITE FOR FASTENER REQUIREMENTS, 0
(@ 3 -~ Q
38 3¢ 2| &5
X = N
ThE l % 6" | i @ ogg?,
' ]
S MAX. DLO. = FRAME WIDTH —~ 6' : UAX. O.C. ALLOWABLE SIZE || 813 %mg |
| - TABLE < 255,
- MAX. FRAME |MAX. FRAME || = rFan
LONG SHORT o] a T |
( DIMENSION | DIMENSION | 2 § Egu‘g
FOR MAX, FRAME WIDTH (F.W.) (IN.) (N.) é 7 ;g“
SEE ALLOWABLE SIZE _ _ v o
TABLE ON THIS SHEET 82 3/4 42 7/8 H FE 2 ‘
' 84 3/4" 41 3/4" || 65
R ELFVATION d
EXTERI 90 3/4" 39" 3 %;
96 3/4" | 36 5/8" —
ALLOWABLE DESIGN PRESSURE /+ /8 " AW
(SINGLE & MULLED UNITS) 108 3/4" | 32 5/8 z | 28
+55/-70 PSF 120 3/4" | 29 3/8" | 3 Hs .3
132 3/4" | 26 5/8" | s Q:;Eeﬁ
144 3/4" | 241/2 | & ::n. "S%"i
SHORT DIMENSION MAY || M | B S22
BE THE FRAME HEIGHT gBor
OR WIDTH = 79g
g 8§ ﬁg T |¥
REVISED .o
Sggvg\‘;gfng with the Flerida B 3.0 &
Buitding CO‘]teo § =3
fance
gﬁc?tpa\ﬂi:m_mte 17 Ir R
t o
Wiy
By ae 7 |
' Miami Pa Q‘\\\?z x H§$$I’I = m%’
N qu .-‘,qaotobh.o /‘9!, od
g ®, ¢,G I — | Bs
::\1“ ¥ lég s “}':f 0z
SO A =
PRODUCT REVISED =02 G w7l == o
bs comphyig withthoFlorida 2 80 <« K b SIS T =
- Bullding Code =28 g EBEHOSE
NI LS
Expiration ,:;’ 6&.,'.9.““"‘ °°<<<<f \\\ T
By ”, b’/‘” #(P?\() \\\ 14‘97 A
MianiDade Pra ‘h W SHEET NO.
O T3




CHECKED BY:
WH.S,

DRAWH Y
. . WRM
SEALANT BY OTHERS , : k : . l__'—pwn

DATE: .
12 04/28,/08
BEHIND NAIL FIN FIN FASTENER

PER ELEVATIONS . , H
1] £
Ceevt . —MIN. 2X4 -BUCK/FRAMING & 1/4" MAX. ' FRAME WIDTH (F.W.) 3
BUCK ATTACHMENT BY SPACE
OTHERS : _ B
1/4" MAX. ‘ - (9) - _
( SPACE : E
_ MIN. 2X4 BUCK/FRAMING (18} . ,—SEE GLAZING &
& BUCK ATTACHMENT BY ' DETAIL ON 4
! OTHERS ;o l ' THIS SHEET ’%
FIN g
\_@ (9) FASTENER X { -
DOW 1199 PER .
SILICONE SEALANT i ELEVATIONS I
- U1 [ TRY X o ~| &
DOW 1199 SILICONE SEALANT L i AN ' 3 8§
BETWEEN ALL SASH & CLAD (¢ 3 b BEHIND |  (EXTERIOR] I =] 2
B CNAIL PN s r_'_ gd| 293y
o DOW 1199 18] 8eve
EXTERIOR i = SILICONE SEALANT 2| 2554
[ FaX
A z| dEsdh
SEE GLAZING 3| 25&2
DETAIL ON , NT AS REQ'D NEs
THIS SHEET Buw
, SECTION /& 3
SILICONE SEALANT To 3 \ 7 SCALE: 1/2 FULL \ZJ =8 !
SEAL SASH AT JAMB - | o
CLAD LEG ] 0 1 =E
O
7 | . -
2 1 J 0 % 2%
6 ] 1/4" MAX. . Z1 6, ¢
SHIM 7/16” LAMINATED GLASS = Bs 3
— BY CARDINAL (3/16” AN./0.09 = Gug < |l
= == - SOLUTIA SAFLEX lIIG <) 2« Er:{ E
* EXTERIOR - PVB/3/16" AN.) % o §%r?
b Ll cd g._
N - , 2
SEALANT BY OTHERS , = gé god ‘
N BEHIND NAIL FIN 0.063" X 1/4" _ SIKAFLEE(—SS&ZLA NT 5 8Ey |
DOUBLE SIDED TAPE SiLICO = |E5D g8
LERICE A T Tom AN MIN 2%4 (ALL SIDES oF PRODUCT REVISED B '8 rs§
O A IR IR AT LS R ' b NAL GLAZING PQOCKET) as complying with the Flerida g0 ¢&
BTt ana - BUCK/FRAMING & 1/2" MIN. ] | : Building Code 8 aa
FIN FASTENER SECTION /&N BUCK. ATTACHMENT BTE Acceptanoe No /4= 04 5
PER ELEVATIONS  SCALE: 1/2 FULL \2.J BY OTHERS Exgiration Dato f’ pi Wiy N
By /7 MU K \M h —"
Myézun' dProduc( 0 Q\\%Q’“ “"j Hs‘y/;’,’o’, X § ﬁﬂ"o’
N .e"'“ ".'%. 72 b
S 10 NC — |3
- . Sc(o_) ".Cg, Q lOL Aé..' \» E [ —] U'J%
PRODUCTREVISED = - i3 ¥ =t = |Fu
TYP. GIAZING DETAIL as complying with ﬂmFlofidaE; :.lr_u) \i‘ * E gg g E 7o
Building Code AL BHOS
Accepiauoo No - = o 0'5'- =
Exglration Dote ?’6’&.‘..‘:--3-0.-".’%@ \‘\
By ' ”f'p/l’f * P“o \\\
MiamifDade Product ‘0, " ““\\




i o TEM ﬂ_ PART § | ITEM DESCRIPTION T MANUFACTURER /NOTES ORADN v: |CHECKED &%
— 0.656 "o M 28/06
f ,’,r‘ﬂ 1| 08-1004-01_ [JAMB/HEAD/SIL VL
— 1.165 [ 1.688 2| 04-2102-02 [SILi CLAD _| 6063=T5 ALUMINUM
M. ' | P [0-050 3 | 08-2106-02 |T0P RALL & STLE ¥ PONDEROSA PINE E
A = 4| 0B-2108-02 | BOTIOM RAIL " PONDERGSA PINE =
. B 5 | 04-1018-01 |STILE & RAIL CLAD B063—T5 ALUMINUM N
- | P0058200 |SILL NAL FIN VINYL
l 4.086 3.812 1.871—. ' 7 ~|__P0119700 _|HEAD/JAMB CLAD 606315 ALUMINUM
: : 8 | 0B—1025-01 |JAMB FILLER CLAD 606315 ALUMINUM
@J B/HEAD/SILL @M @M&_SIL 9| 08-1892-02 |INSIDE STOP * PONDEROSA PINE E
10| 60-4884—01_|GLAZING BEAD * PONDEROSA PINE L
11_| 60-0894-01 [SASH SHIM * PONDEROSA PINE 2
— WISG. FASTENERS &
B = 18 GA. X _7/8" BRAD WITHIN 3 OF ENDS & 8- O.C. 3
0.050 —w]le— 16 = ND. 8 X 2 1/2° $.5. SCREW WITHIN 4" OF ENDS & 10° 70 12" OC. g
17 = “|2/16" CROWN X 1 1/8" SAPLE WITHIN 3" OF ENDS & 10" O.C.
3,203 * WOOD USED IN TESTING WAS WESTERN PINE. OTHER WOOD SPECIES APPLICABLE FOR g
) USE WITH THIS PRODUCT ARE THOSE WITH A SPECIFIC GRAVITY OF 0.43 AND MODULUS OF
\o1a 0.050 —] |—-o.475 | s~ L ELASTICITY OF 1,200,000 PSI OR GREATER. ALL WOOD IS MINIMUM GRADE 2 MILLED BY I
.i 0586 I Wj WEATHER SHIELD TO SELECT. @
| 1,475~ 0.040 =] 8
1.800 ol & §
1,514 2.256 : - & -
- u)
(¥)BOTTOM RALL (5)SILE & RAL  (B)SLL NAL FIN  (7)HEAD/JAMB CLAD d| 238
CLAD Sl 2%
Sl EVY  w
S BN
)
| Bspe
iy e
Iw 2.230 —] | 498 E GxiE"
1.375 |-— | Y
—~f~—0.050 | 1.255 — 0.500 | —‘ | - B £S
[ | 0.497 f 0.250 —= [ ] =
| ~—i— 0.688 . g %
(8)JAMB FILLER CLAD (9)INSIDE_STOP (10)GLAZING BEAD (1D)SASH SHM ==
=} o3
51 Zm
2| 88
S| &8 EEE .
2| 8788
PR
5 o Eyy
[&] a@h
3 Eg S%g
41 $E 5.,
(&= '_35
g algag
PRODUCT REVISED 272 Vs
as complying with the Florida [ 2EQ &
Building Code - _ 2.
Az::c?;;ntfnm No J4-0424 IOI CE 2
piration Date 7 \\“\\l l;l LT 1, "
oy SRR I3y, e °
Wi - (o(( ..v""“""". /klaé:; — |8
$§.'ol o) '.' %% E §§
=y S O e A% U e e
Eaig oy ooz i |3
- 3 [ .
PRODUCT REVISED Szif ¥ * EEifE |2y
as complying with the Flerlda -, ‘,6 o lt-v‘] 4,‘:’,-' Q - = =0
Building Code -, \);-, pd s> i
Acceplonee No 2V ., o & )
Expiration Date f? (” &b’ *2apapentt GQ \\\
. ‘g }PRGN
Mt piad Product Cortta M 1497
SHEET NO,
. _ 3 o 3




